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€ 0722@II2G Ex mb ¢ IIC T5 Gb DERBY EX

APPLICATIONS

Collecting of leachate in storage
tanks, pumping of industrial waste
water from wells or collecting reser-
VOIrs.

The ATEX pumps in conformity with
2014/34/UE Directive can be installed
in potentially explosive atmospheres
according to the marking explained
hereafter.

FEATURES

* Open impeller in cast iron to avoid
obstruction from mud and other
suspended small solids.

Electric pumps produced with 5 m
electric cable included.

Temperature of pumped liquid:
max +40 °C.

Available the version for per-
manent immersion in hydrocar-
bons (our ID EX series).

MOTOR

» 2 poles asynchronous motor, 50 Hz,
2850 rpm.

» Class F insulation.
* IP68 protection.

 Working voltage: single-phase
230 V, three-phase 400 V.

ACCESSORIES

» Control panel.

Intrinsically safe module with ATEX
supply circuit.

ATEX level regulator with 5, 10 or
20 m of electric cable.

ATEX electronic level transmitter.

Electric cable to combine accord-
ing to the chosen version and the
liquid to pump.
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ATEX drainage electric submersible pumps

Technical specifications

Motor Max current = Delivery
Pump type v | oy | S
w | 1~ 3 Imin 0 | 50 | 100 | 150 | 200 | 250 | 300 | 350 | 400 | 450 | 500 | 550 | 600 | 650 | 700 | 750
A A o m¥h 0| 3|6 | 9 (12|15 18|21 | 24|27 |30|33]36]|39]|42]|45
DERBY EX 50 IR NURYS K 15 8 (73656 |55|47 |37 |3 |2 |1

95| 9 |82]75]68] 6 |52]42(32] 2] 1
1 fors| 7 | 25 | 2 11,5(109]102| 96 | 9 |82 [75(66 /58| 5 |4 |3 |21
15 | 11| 105 | 31 13,1{125 12 115108 10 [ 91|82 [73 |65 55|43 |32 21 ]
2 [15] 125 | 38 15 [145(139]132]125]11.9] 11 [102| 95|83 | 72| 62 |51 ] 4 |24] 1

DERBY EX75  NINGRNUCSH N 1.7

Manometric head
(m)

Performance curves

H/m
20

DERBY EX 200 e

DERBY EX 150
DERBY EX 100

DERBY EX 75 |l
DERBY EX 50

0 100 200 300 400 500 600 700 I/min.
6 12 18 24 30 36 42 m®/h

Dimensions and weights

 —
Dimensions Weight
Pump type
mm
A B "9
DERBY EX 50 445 230 16,7
DERBY EX 75 445 230 16,7 A
DERBY EX 100 475 230 18,1 2
DERBY EX 150 505 250 20,6 <_>|
DERBY EX 200 520 250 218 = |l
Y LU
>
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CE€ 0722@|l2@ Exebhmbob IIC T4 Gb 316 TREINCH EX

Ex eb h mb ob IIC T4 Gb

APPLICATIONS

Pumping of liquids in landfill, drainage
of liquids from piezometric wells, sam-
pling of fluids in contaminated sites
and groundwater.

The ATEX pumps in conformity with
2014/34/EU Directive can be installed
in potentially explosive atmospheres
according to the marking explained
hereafter.

FEATURES

* Multistage centrifugal electric sub-
mersible pumps for 3” wells.

External pump case, delivery port,
suction port, shaft and other com-
ponents in AISI 316 stainless steel.

Impellers and diffusers in special
technopolymer.

Temperature of pumped liquid:
max +40 °C.

Available the version with Maxi-
filter 90 or with Slope Riser.

MOTOR

* 2 poles asynchronous motor, 50 Hz,
2850 rpm.

» Class F insulation.
* IP68 protection.

* Working voltage: single-phase
230 V, three-phase 400 V.

ACCESSORIES

» Control panel.

* Intrinsically safe module with ATEX
supply circuit.

* ATEX electronic level transmitter.

* TPE-E 4G1,5 composed cable.

Red Line 2018 OFFICINE DI TREVI



3” ATEX electric submersible pumps

Technical specifications

Motor ] Max current - Delivery
Pump type uSI_ g
= | 20V | Aoy imin | 0 |10 |15 | 20 | 25 | 30 | 35 | 40 | 45 | 50 | 55
HP | KW | & 1~ 3~
A A o | mmh | olo6log| 2] 15| 18)ar]24]27] 333
RGN RO 05 (037 16 | 37 | 23 B2 u|6]s5

316 TREINCH EX 25-30 JINER VSN ] 45 26 63 | 46 | 35 | 22 | 6
316 TREINCH EX 40-15 R NURTE BEN(¢ 3,7 23 39 (36 |33 30|26 |21 |14]5

SRS N @ EPR 0,75 | 055 | 20 45 26 . 56 | 51 | 456 | 40 | 34 | 28 | 18 | 7

Manometric head
(m)

316 TREINCH EX 40-30 RN BV 6 3,2 76 | 69 | 62 | 55 | 46 | 38 | 24 | 10
316 TREINCH EX 55-18 JINERRVERH A 45 2,6 46 | 44 | 42 | 39 | 37 | 34 | 30 | 25 | 18 | 10 | 2
KGRI N ELYIN 1 | 075 25 6 32 62 | 60 | 56 | 54 | 50 | 46 | 40 | 32 | 24 | 12 | 3
S CRIG [ N ELEIN 15 | 1,1 — — 35 87 | 84 | 79 | 75 | 70 | 65 | 56 | 45 | 33 | 17 | 4
Performance curves
80 o 80 4
80 -
316 TREINCH EX 40-22
1 “
316 TREINCH EX 40-15 ]
0 %0
40 4
204 20
20
0 ' é ' 1I0 ' 1I5 ' 2.0 ' 2Is 1/min 0 -’; 1I0 1I5 2I0 2I5 3I0 3I5 ‘;0 Vmin 0 é 1I0 1I5 zlo zls 3Io 3Is 4I0 4:5 slo 5I5 \imin
0,3 0,6 0,9 12 15 m*/h 03 0,6 0,9 1,2 15 1,8 2,1 24 mh 03 06 09 12 15 18 21 24 27 3 33 m
Dimensions and weights
q G
Dimensions Weight \ '
/
mm kg B E I:
Pump type
p typ H 316 TREINCH EX 316 TREINCH EX | 316 TREINCH EX

MAXIFILTER90 | SLOPERISER

230V | 400V | 230V | 400V | 230V | 400V | 230V | 400V
1~ 3~ 1~ 3~ 1~ 3~ 1~ 3~

RGNS eL i 1039 | 1039 | 116 | 116 | 148 | 148 | 153 | 153
RS O 1320 | 1300 | 134 | 129 | 166 | 161 | 174 | 166
a2 | 92 | 107 | 107 | 139 | 139 | 144 | 144
106 | 1086 | 123 | M8 | 155 | 15 16 | 155

316 TREINCH EX 40-30 JKZIEEERKZY 13,9 134 171 16,6 17,6 171
316 TREINCH EX 55-18 IV IR "7 1,2 149 14,4 154 149

316 TREINCH EX 55-25 EEV:IENERVIg 13,5 13 16,7 16,2 172 16,7
316 TREINCH EX 55-35 e 1658 - 14,9 — 18,1 - 18,6
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CE€ 0722 €)1 2G Ex eb h mb ob IIC T4 Gb 99 316 TREINCH EX

Ex eb h mb ob IIC T4 Gb

APPLICATIONS

Raising from wells or tanks of water
free from solid sediments, pumping
of liquids contaminated and with
traces of heavy metals, sampling of
fluids in contaminated sites, hydraulic
barriers.

The ATEX pumps in conformity with
2014/34/UE Directive can be installed
in potentially explosive atmospheres
according to the marking explained
hereatfter.

FEATURES

* Multistage centrifugal electric sub-
mersible pumps for 3” wells with
suction from below: the hydraulic
partis located under the motor cooled
externally by the pumped liquid.

« External pump case, motor case,

motor support and other compo-

nents in AISI 316 stainless steel.

Impellers and diffusers in special

technopolymer.

The check valve installed inside the

electric pumps.

Electric pumps produced directly

with the meters of SK 4G1,5 elec-

tric cable required without electrical
junctions.

The pumps can not operate in dry

conditions.

Electric pumps submerged for at

least 15 cm provided that the pumps

have been preloaded.

Temperature of the pumped liquid:

max +40 °C.

*  Maximum immersion depth: 20 m.

MOTOR

» 2 poles asynchronous motor, 50 Hz,
2850 rpm.

Class F insulation.

IP68 protection.

Working voltage: single-phase
230 V, three-phase 400 V.

Oil filled electric motor.

ACCESSORIES

« Control panel.

* Intrinsically safe module with ATEX
supply circuit.

« ATEX level regulator with 5, 10 or
20 m of electric cable.

» ATEX electronic level transmitter.

*« SK4G1,5 round cable or ID 4G1,5

round cable.
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3”7 316 ATEX electric submersible pumps

Technical specifications

Motor § Max current 5 Delivery
Pump type = §
(/] w
B 5 | 20V | 400V limin 0 | 10| 15| 20|25 |33/
HP | kW | & 1~ ks
© A A | o mi/h 0 | 06|09 12] 15/ 1821/ 24
R RGE IO 05 |037| 16 | 38 24 . 2] 2l2u]16]s5
99 316 TREINCH EX 40-15 IR ARG 38 24 | 1 Ma”"m(‘;sg’c”ead 39 | 36 |33 |30 | 26| 21|14
99 316 TREINCH EX 40-22 [N AR — 26 56 | 51 | 45 | 40 | 34 | 28 | 18 | 7

Performance curves

Him Him

Dimensions and weights
_ . 7
Dimensions Weight B
mm
Pump type " kg
230V 400V 230V 400V
1~ 3~ 1~ 3~
99 316 TREINCH EX 25-20 1008 1008 11,6 11,6
H
99 316 TREINCH EX 40-15 890 890 10,7 10,7
99 316 TREINCH EX 40-22 — 1055 — 1,8

* On request diameter 74 mm.

=
L

a76*
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€ 0722@” 2G Exmb ¢ IIC T5 Gb ALPHA EX - BETA EX

APPLICATIONS

Pumping of liquids and extraction of
leachate in landfill, drainage of con-
taminated fluids and groundwater.
The ATEX pumps in conformity with
2014/34/UE Directive can be installed
in potentially explosive atmospheres
according to the marking explained
hereafter.

FEATURES

» Multistage centrifugal electric sub-
mersible pumps for 4” wells char-
acterized by a floating impellers
system that allows the pumping of
leachate and charged liquid with
small solid bodies.

External pump case, delivery port,
suction port, shaft and other com-
ponents in stainless steel.
Impellers and diffusers in special
technopolymer with ceramic in-
serts at wear point.

The check valve made of stainless
steel is installed in the delivery head.
Temperature of pumped liquid:
max +40 °C.

Available the version for per-
manent immersion in hydrocar-
bons (our ID EX series).
Available in AISI 316 version.

MOTOR

2 poles asynchronous motor, 50 Hz,
2850 rpm.

Class F insulation.

IP68 protection.

Working voltage: single-phase
230 V, three-phase 400 V.

ACCESSORIES

» Control panel.

* Intrinsically safe module with ATEX
supply circuit.

* ATEX level regulator with 5, 10 or
20 m of electric cable.

» ATEX electronic level transmitter.

* Maxifilter 142.

» Maxifilter 170, available also with
slope riser for oblique wells.

» Electric cable to combine accord-
ing to the chosen version and the
liquid to pump.

Red Line 2018 OFFICINE DI TREVI



4” ATEX electric submersible pumps with FLOATING IMPELLERS

Technical specifications

oS .
Motor 2 Max current - Delivery
~ =
Pump type u>. 3
S | BV AoV imin | 0 | 40 | 60 | 80 | 100 | 120 | 40 | 180 | 200 | 220
HP | kW | 8 1~ 3~
A A | o | mn | 0 | 24|36 48| 6 | 72| 84108 12 ] 132
ALPHA EX 6 075|055 20 | 56 | 19 NEAENERE

ALPHAEX 9 11075 30 6,6 2,3 65 | 55 | 46 | 28 | 11
ALPHA EX 13 15 | 11 40 9,5 3,3 1"1/4 9% | 80 | 67 | 45 | 18
ALPHA EX 17 2 |15 50 12 42 122 | 106 | 88 | 60 | 21

ALPHA EX 24 3 122 — — 59 185 | 153 | 130 | 89 | 30
BETAEX 6 15 | 11 40 9,5 34

35 31| 29 | 27 | 24 | 17 | 11 4

BETAEX9 2 |15 50 12 42 2’ 53 44 | 42 | 40 | 36 | 25 | 17 9
BETA EX 13 3 122 — — 59 78 65 | 61 | 57 | 52 | 38 | 28 | 16

Performance curves

Manometric head (m)

H/m Him
250 125
2004 100 4
150 - 75
100 < 50
50 25
\
0 T T N T T T T v T T . 0 2‘0 4‘0 6‘0 8‘0 1‘00 1;0 1;0 1(;0 1;30 2;)0 250 I/min.
0 3% 12(; 13% gi 20 ;g 1?2 E% 221 1600 Ir/nr:u/rr\‘ 12 24 36 48 6 72 84 96 108 12 132 m/h
T T
Dimensions and weights .
Dimensions Weight
mm kg A
Pump type
Al B c B c
230V | 400V | 230V | 400V | A 230V | 400V | 230V | 400V
1~ 3~ 1~ 3~ 1~ 3~ 1~ 3~ c
ALPHA EX 6 340 | 340 | 698 | 698 2,8 9 9 11,8 11,8 °®

ALPHAEX9 340 | 340 | 783 | 783 | 34 9 9 124 | 124 @7

ALPHA EX 13 380 | 380 | 937 | 937 | 42 109 | 109 | 151 | 151

ALPHA EX 17 460 | 420 | 1131 | 1091 | 48 147 | 128 | 195 | 176

ALPHA EX 24 — | 460 | — | 1354 | 65 — 14,7 — 21,2 . B
A Hydraulic part

BETAEX 6 380 | 380 | 873 | 873 | 42 109 | 109 | 151 | 151

BETAEX9 460 | 420 | 1106 | 1066 | 4.6 147 | 128 | 193 | 174 B Motor

BETAEX 13 — | 460 | — | 1310 | 6 — | Mr ] = | C  Electric pump
* The max diameter referes to the solution with ME4DK flat cable. With different cables the diameter @ 98,5*
can change.
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CE€ 0722 {Ex)11 26 Exmb ¢ 11C T5 Gb ASTRA EX - VENERE EX

APPLICATIONS

Pumping of liquids and extraction of
leachate in landfill, drainage of con-
taminated fluids and groundwater.
The ATEX pumps in conformity with
2014/34/UE Directive can be installed
in potentially explosive atmospheres
according to the marking explained
hereafter.

FEATURES

» Muiltistage centrifugal electric sub-
mersible pumps for 4” wells.

External pump case, delivery port,
suction port, shaft, impellers and
diffusers in stainless steel.

The check valve made of stainless
steel is installed in the delivery
head.

Temperature of pumped liquid:
max +40 °C.

Available the version for per-
manent immersion in hydrocar-
bons (our ID EX series).

Available in AISI 316 version.

MOTOR

» 2 poles asynchronous motor, 50 Hz,
2850 rpm.

e Class F insulation.
* |IP68 protection.

» Working voltage: single-phase
230 V, three-phase 400 V.

ACCESSORIES

« Control panel.

* Intrinsically safe module with ATEX
supply circuit.

* ATEX level regulator with 5, 10 or
20 m of electric cable.

» ATEX electronic level transmitter.

* Maxifilter 142.

* Maxifilter 170, available also with
slope riser for oblique wells.

» Electric cable to combine accord-
ing to the chosen version and the
liquid to pump.

Red Line 2018 OFFICINE DI TREVI



4” ATEX electric submersible pumps

Technical specifications

Motor % Max current § Delivery
Pump type E 20V | sov | S ,
: Umin | 0 | 20 | 40 | 6 | 8 | % | 100 | 120 | 140
WP | kW | & 1~ 3~
A Al o | mm | o | 2] 2436 [ as]se] 6 | 72 a4
ASTRA EX 12 1 los| 30 | 53 | 18 66 | 53 | 41 | 29 | 15 | 6
15 11| 40 | o9 33 103 | 88 | 68 | 48 | 25 | 10
2 (15| 50 | 14 | 47 € || o5 |67 | 35| 1
3 o2| — | - | 83 | g 175 | 150 | 116 | 82 | 42 | 17
VENERE EX 9 1 Jos| 30 | 63 [ 19 T |4 [y n]w]2]w]o9]3
15 11| 40 | 93 | 35 S | Mo |60 |5 [ 4| |u]|6]|s
2 |15 50 | 15 | 47 9 | 8 | 72 | 64 | 54 | 50 | 45 | 24 | 8
3 22| — | — 55 140 | 124 [ 108 | 94 | 74 | 65 | 56 | 20 | 10

Performance curves

H/m Him
2504 250
2004 200
ASTRA EX 34
150 150 -
ASTRA £X 26 VENERE EX 27
ASTRA EX 201 100
VENERE EX 18
\VENERE EX 14
e — VENERE EX 14
*1 VENERE EX 9 |
0 1ID ZID 3‘0 4‘0 5‘0 6‘0 7‘0 8‘0 9‘0 I/min. 0 10 20 30 40 50 60 70 80 90 100 110 120 130 140 I/min.
0,6 1,2 18 24 3 3,6 42 48 54 m’/h 06 12 18 24 3 36 42 48 54 6 66 72 78 84 m®th

[T T
Dimensions and weights .
Dimensions Weight
mm kg A
Pump type
pR B C B c
A 230V |400V {230V |400V| A | 230V |400V |230V | 400V
1~ 3~ 1~ 3~ 1~ 3~ 1~ 3~ C
ASTRA EX 12 405 | 340 | 340 | 745 | 745 52 9 9 142 | 142 °

ASTRA EX 20 550 | 380 | 380 | 930 | 930 73 109 | 109 [ 182 | 182 Ml T
ASTRA EX 28 715 | 460 | 420 | 1175 | 1135 | 93 147 | 128 24 221

ASTRA EX 34 822 | — | 460 | — | 1282 | 106 — 14,7 — 253

VENERE EX 9 391 | 340 | 340 | 731 | 731 49 9 9 139 | 139 B
A Hydraulic part

VSIS HES GERY 495 | 380 | 380 | 875 | 875 | 63 109 | 109 [ 172 | 17,2

VSN SHSS GRS 585 | 460 | 420 | 1045 | 1005 | 74 147 | 128 | 221 | 20,2 B Motor

AN | 806 | — | 460 | — | 1266 | 102 | — | 147 | — | 249 C  Electric pump

* The max diameter referes to the solution with ME4DK flat cable. With different cables the diameter ©98,5*

can change.
OFFICINE DI TREVI Red Line 2018




THETA EX - CROMA EX - GAMMA EX - KAPPA EX
C € 0722Ex)11 26 Exmb  1IC T5 Gb

OMEGA EX - SIGMA EX - IOTA EX

APPLICATIONS

Pumping of liquids and extraction of
leachate in landfill, drainage of con-
taminated fluids and groundwater.
The ATEX pumps in conformity with
2014/34/UE Directive can be installed
in potentially explosive atmospheres
according to the marking explained
hereafter.

FEATURES

* Multistage centrifugal electric sub-
mersible pumps for 4” wells.

External pump case, delivery port,
suction port, shaft and other com-
ponents in stainless steel.

Impellers and diffusers in special
technopolymer.

The check valve made of stainless
steel is installed in the delivery
head.

Temperature of pumped liquid:
max +40 °C.

Available the version for per-
manent immersion in hydrocar-
bons (our ID EX series).

Available in AISI 316 version.

MOTOR

2 poles asynchronous motor, 50 Hz,
2850 rpm.

Class F insulation.
IP68 protection.

»  Working voltage: single-phase 230V,
three-phase 400 V.

ACCESSORIES

» Control panel.

* Intrinsically safe module with ATEX
supply circuit.

» ATEX level regulator with 5, 10 or
20 m of electric cable.

» ATEX electronic level transmitter.

*  Maxifilter 142.

e Maxifilter 170, available also with
slope riser for oblique wells.
» Electric cable to combine accord-

ing to the chosen version and the
liquid to pump.

Red Line 2018 OFFICINE DI TREVI



4” ATEX electric submersible pumps - HIGH EFFICIENCY

Technical specifications

S ks .
Motor | 2 Max current 3 Delivery
~
=
Pump type w
< | 230V | 4o0v
3 Iimin | 0 {10 | 20 | 30 | 40 [ 50 | 60 | 70 | 80 | 90 [100(110{120|140(160|180|200(240|280(320|360(400
HP kW | 8 1~ 3~ o
A A m¥h | 0 [06] 12 (1824 3 [36(42[48|54| 6 |66[72(84]96/(108] 12 (144|168(192|21,6| 24
=S 2GR 0,5 (0,37 16 3,8 15 70| 62 | 46 | 25

IEENEEN o75)055| 20 | 55 | 19 103| 91 | 67 | 37
1 lo75] 30 | 6 22 141|125( 92 | 51
THETAEX 37 REARKIIE NI 210|177|128 72

0,5 037| 16 | 49 | 15 51|48 (4338312110
EETNERE o75)055| 20 | 56 | 19 74|70 | 62 |55 |45 | 31| 14
1 (075 30 | 64 | 22 110|102) 93 | 8165 | 45 | 20

CROMA EX 26 [ i W I\l 9,2 4,2 14 150(140] 127 {111 89 | 62 | 27

(o} (0] N &E 2 | 15| 50 12,5 57 214|199 181|157 (127| 88 | 39
GAMMA EX 13 B ERINC I 6,4 2,3 75| 71|67 | 61|56 (50|44|37[31|25(18
cAMMA EX 19K

S111] 40 9,7 3,7 110|104| 98 (89 | 82 | 73 | 64 | 54 | 45 | 36 | 26
TN\ 2 | 15] 50 12,9 48 150(142| 134 {122|112{100| 89 | 75 | 63 | 51 | 36

Manometric head (m)

KAPPAEX 10 EEENINGY I 59 2,1 61 50|46 (4338|3430 |25|21|16 |11
KAPPA EX 16 [N RN EA] 9 3,3 93 80|74 |68|61|55|48|41]33|25]18
KAPPA EX 22 BRI EREE) 12,1 45 128 110{102( 93 [ 84 | 75 | 66 | 56 | 45 | 35 | 25
WGHN DI ET 3 (22 ( — - 6,1 198 170(158|144]130{116(102| 86 | 70 | 54 | 38
) ISV EEN 15 1,1 40 9 34 65 56 | 53 (50 (48 |46 (43 (40 |36|32(25(18| 8
(0]I[SeTNIEVE 2 | 15| 50 12,7 47 100 86|82 |77 |74 71|66 |61[55[562|41]28|18
OlI|ScTNI@YE 3 |22 | — - 5,7 130 108(103| 98 | 91 | 84 | 78| 72 | 67 | 61 | 49| 34 | 22
Sl NS @R 15 | 1,1 | 40 91 3,7 47 42 (41140(39(37[36|34(32|30|26|24|20|12
2 |15 50 1,7 48 2’ 65 58|57 |55 |53 |51 |49 |47 [45(41]37|33|28 |17
SV QN 3 |22 | — - 6,1 9% 8482 (80 |77|74|71|68|65|59|53 |47 40|24
IOTAEX 6 15111 40 8,1 3,2 28 2625|2423 (22|21 (19 ({17 (16(13[9 |6 |3 |1
IOTAEX 9 2 |15 50 10,8 45 40 3413213129 (28|27 (26(25(24(20(16(10| 6 | 2
I0TA EX 12 3122 | — - 58 56 48| 47|46 | 45|44 (42140 (36|34 (29 (23 (17|11 |5

OFFICINE DI TREVI Red Line 2018



Performance curves

250

4” ATEX electric submersible pumps - HIGH EFFICIENCY

THETA EX 37

2004

THETA EX 26 K&

THETA EX 19

THETA EX 13

/
/4

50 4

H/im
250

CROMA EX 37

2004

CROMA EX 26 i

CROMA EX 19

100 4

CROMA EX 13
CROMA EX 8 X

T T T T T T T T T T T
10 20 30 40 50 60

I/min.
m*/h

0
0,6 12 1.8 24 3 3.6
Him
250
KAPPA EX 34 ISR

150

KAPPA EX 22
100

KAPPA EX 16
KAPPA EX 10

V

o

T T T T T T T T T T T T
0 10 20 30 40 5 60 70 80 90 100 110 120

06 12 18 24 3 36 42 48 54 6 66 72
Him
250
200
150

SIGMA EX 16 BEE

SIGMA EX 11
SIGMA EX 8 50

/

)

I/min.
m’/h

0 20 40 60 80 100 120 140 160 180 200 220 240
12 24 36 48 6 54 84 96 108 12 132 144

0 T
0 10 20 30 I/min.
06 12 18 mh
GAMMA EX 26 ¥
125 4
GAMMA EX 19
100 4
GAMMA EX 13 s
50 4
25 4
0 I'|0 2‘0 3‘0 ‘;0 5‘0 6‘0 7‘0 8‘0 9‘0 1‘00 I/min.
06 12 18 24 3 36 42 48 54 6 m’h
H/im
250
2004
150 <
OMEGA EX 22
OMEGA EX 17 18
OMEGA EX 11
” -\
o T T T T T T T T T T
0 20 40 60 80 100 120 140 160 180 200 I/min.
12 24 36 4.8 6 72 84 96 10,8 12 m’/h
H/im
100
JOTA EX 12
50
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4” ATEX electric submersible pumps - HIGH EFFICIENCY

Dimensions and weights

Dimensions Weight -
@
Pump type mm kg
B c B c
A 230V | 400V | 230V | 400V A 230V | 400V | 230V | 400V
1~ 3~ 1~ 3~ 1~ 3~ 1~ 3~
THETAEX 13 475 340 340 815 815 3,8 9 9 12,8 12,8

610 | 340 | 340 | 950 | 950 | 49 9 9 | 139 | 139
790 | 340 | 340 | 130 | 130 | 62 9 9 | 152 | 152
ANk 1037 | 380 | 380 | 1417 | 1417 | 81 | 109 | 109 | 19 | 19 A
%3 | 340 | 340 | 703 | 703 | 3 9 9 2 | 1

475 | 340 | 340 | 815 | 815 | 38 9 9 | 128 | 128
610 | 340 | 340 | 950 | 90 | 49 | 9 9 | 139 | 139

CROMA EX 26 it 380 380 1170 1170 6,2 10,9 10,9 171 171 ® C

CROMA EX 37 [y 460 420 1497 1457 8,1 14,7 128 228 20,9 1
GAMMA EX 13 [V 340 340 880 880 42 9 9 13,2 13,2 ] '

705 380 380 1085 1085 53 10,9 10,9 16,2 16,2 A
GAMMA EX 26 [y 460 420 1380 1340 6,8 14,7 128 215 19,6
KAPPA EX 10 460 340 340 800 800 3,7 9 9 12,7 12,7
KAPPA EX 16 622 380 380 1002 1002 5 10,9 10,9 15,9 15,9
KAPPA EX 22 812 460 420 1272 1232 6,2 14,7 128 20,9 19 B
KAPPA EX 34 1140 — 460 - 1600 8,7 - 14,7 - 234
OMEGA EX 11 606 380 380 986 986 5 10,9 10,9 15,9 15,9
OMEGA EX 17 gl 460 420 1321 1281 6,8 14,7 128 215 19,6

&)
@
=
>
m
b
)

IS @l 1054 | — | 460 | — | 1514 | 8 — | ur | = | 27
632 | 380 | 380 | 1012 | 1012 | 53 | 109 | 109 | 162 | 162 | vy

NS 800 | 460 | 420 | 1260 | 1220 | 63 | 147 | 128 | 21 | 194 0985"

NS & o5 | — | 40 | — |55 | 81 | — | 47 | — | 228 - B

IOTA EX 6 656 | 380 | 380 | 1036 | 103 | 51 | 109 | 109 | 16 | 16 A Hydraulic part

IOTAEX 9 80 | 460 | 420 | 1350 | 1310 | 66 | 147 | 128 | 213 | 194 B Motor

IOTA EX 12 19 | — | 40 | — | 1609 | 86 | — | 1471 | — | 233

C  Electric pump

* The max diameter referes to the solution with ME4DK flat cable. With different cables the diameter can change.
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